
Trailer:   Tandem Axle Trailer

Weight:   18,500#

Dimension:   19'6" (L), 8'6" (W), 12'6" (H, travel)

Drilling:   Auger (150'), Mud Rotary (600')

Rod String:   15' Maximum

Winches:   Main (1), Wire Line (1), Safety (1)

Hammer:   140#, Automatic Hammer

Sampling:   SPT, Brass Push, Shelby Tube, 

  Punch Core, Diamond Core

Trailer:   Single Axle Dual Tired Trailer

Weight:   10,000#

Dimension:   16'2" (L), 8'0" (W), 12'2" (H, travel)

Drilling:   Auger (50'), Mud Rotary (150'), Barge

Rod String:   15' Maximum

Winches:   Pulling (2), Wire Line (1)

Hammer:   140#, Safety Hammer

Sampling:   SPT, Brass push, Shelby Tube, 

  Punch Core, Diamond Core

Trailer:   Single Axle Dual Tired Trailer

Weight:   18,000#

Dimension:   25'0" (L), 8'0" (W), 10'7" (H travel)

Drilling:   Auger (100+'), Mud Rotary (600')

Rod String:   15' Maximum

Winches:   Main (1), Safety (1), Pulling (2)

Hammer:   140# Automatic Hammer

Sampling:   SPT, Brass push, Shelby Tube, 

  Punch Core, Diamond Core

           Trailer  Mounted  Drill  Rigs

                  Safety   Quality   Value

Picture

B-48: Mobile B-48 Drill,   Quantity: 2

Picture

D-50:  Dietrich D-50 Drill,   Quantity: 1

Picture

B-47:  Mobile B-47 Drill,   Quantity: 2


